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Terminal Blocks
PCB Mountable

LCD Displays Instrument Cooling Fan

Transistors

MOV's
Metal Oxide Varietors

All Industrial Electronic components Available.

Capacitors (D.C. & A/C) Relays 7 Seg LED Displays

IGBTs Connectors Instrument cooling Fans
MOSFETsSs Terminal Blocks Fuse & Fuse Holder
Semiconductors LCD's MOV's, Heat Sinks, Diodes
SCRs Resistors IC's, Knob's, Trim pots,
Switches Transistors, Buzzers LED Power Supply...etc.,
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S3PDB80

Three Phase Rectifier Modules

Dimensions in mm (1mm=0.0394")
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Symbol Test Conditions Maximum Ratings Unit
ldav Tc=110°C, module 80 "
ldav Ta=45°C (Rthca=0.6K/W), module 57
Tvy=45°C t=10ms (50Hz), sine 750
I VR=0 t=8.3ms (60Hz), sine 820 A
SN T Tv=Tvum t=10ms(50Hz), sine 670
VR=0 t=8.3ms(60Hz), sine 740
Tvi=45°C t=10ms (50Hz), sine 2800
124 VR=0 t=8.3ms (60Hz), sine 2800 A2e
Tvi=Tvum t=10ms(50Hz), sine 2250
VR=0 t=8.3ms(60Hz), sine 2250
Tvy -40...+150
Tvum 150 G
Tstg -40...+125
v 50/60Hz, RMS t=1min 2500 Ve
SOt 1 lisoL<1mA t=1s 3000
Mo Mounting torque (M5) 5+ 15% NIm
Terminal connection torque (M5) 5+15%
Weight | typ. 160 g
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S3PDB80

Three Phase Rectifier Modules

Symbol Test Conditions Characteristic Values Unit
I VrR=VRRrRM; TVvy=25°C <0.3 A
R VR=VRRrRM; TvJ=Tvim <9 m
VF IF=150A; Tvu=25°C <1.6 V
VTo For power-loss calculations only 0.8 V
T Tvi=Tvim 5, mid
per diode 1.1
Rhic ner module 0.183 Ny
per diode 1.52
RihJK ner module 0.253 vy
ds Creeping distance on surface 10 mm
da Creepage distance in air 9.4 mm
a Max. allowable acceleration 50 m/s’
FEATURES APPLICATIONS ADVANTAGES

* Package with screw terminals
* |solation voltage 3000 V~

* Planar passivated chips

* Blocking voltage up to 1800 V
* Low forward voltage drop

* Supplies for DC power equipment
* Input rectifiers for PWM inverter

* Battery DC power supplies

* Field supply for DC motors

* Easy to mount with two screws

* Space and weight savings

* Improved temperature and power
cycling
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